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PA Series - Normally Closed Valves
Flow Direction UNDER Seat
Anti Water Hammer Construction 
Model Numbers Shown are BSP threads

Aluminum Actuators with 316L Stainless Steel Bodies

Size Port
Size

Orifi ce
mm

Actuator
mm

KV
m3/h

Operating Pressure
Differential

Minimum Pilot Control
Pressure

Model
Number

Net
Weight
Kgbar bar

DN10 3/8" 13 50 4.7 0-16 4.5 PA10SAG3R050A 0.75

DN15 1/2" 13 50 4.7 0-16 4.5 PA15SAG4R050A 0.80

DN20 3/4" 18 50 9.0 0-10 4.5 PA20SAG5R050A 0.90

DN25 1" 24 63 16.0 0-8 4.5 PA25SAG6R063A 1.65

DN32 1-1/4" 31 80 24.0 0-11 4 PA32SAG7R080A 2.80

DN40 1-1/2" 35
80 32.0 0-8 4 PA40SAG8R080A 3.10

100 32.0 0-16 4 PA40SAG8R100A 4.15

DN50 2" 45 100 50.0 0-9 4 PA50SAG9R100A 4.75

Flow Diagram

Valve Closed Valve Open

Aluminum Actuators 
with 304 Stainless Steel Bodies

Size Port
Size

Orifi ce
mm

Actuator
mm

KV
m3/h

Operating Pressure
Differential

Minimum Pilot Control
Pressure

Model
Number

Net
Weight
Kgbar bar

DN10 3/8" 13 50 4.7 0-16 4.5 PA10SAG3S050A 0.75

DN15 1/2" 13 50 4.7 0-16 4.5 PA15SAG4S050A 0.80

DN20 3/4" 18 50 9.0 0-10 4.5 PA20SAG5S050A 0.90

DN25 1" 24 63 16.0 0-8 4.5 PA25SAG6S063A 1.65

DN32 1-1/4" 31 80 24.0 0-11 4 PA32SAG7S080A 2.80

DN40 1-1/2" 35
80 32.0 0-8 4 PA40SAG8S080A 3.10

100 32.0 0-16 4 PA40SAG8S100A 4.15

DN50 2" 45 100 50.0 0-9 4 PA50SAG9S100A 4.75

Control Pressure & Operating Pressure

Charts do not apply for Valves with flow direction Under Seat. A minimum pressure as noted above is all 

that is required, up to a maximum of 10 bar.


