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LIGHTWEIGHT LABCOATS 

 

51-100-00xx / 51-100-01xx 

 
 
Properties : 
Fabric : 35% cotton 
 65% polyester 
Conductive grid : 5x5mm grid 
Weight : 120 g/m² 
Durability : 50 washes at 30°C 
Colour : White and light blue 
 
Electrical properties : 
Surface resistance : 10e6Ω to 10e8Ω 
Decay time : 1000V to 100V < 2 seconds 
ESD logo : On the sleeve 
Standard compliance: IEC 61340-5-1 and IEC 61340-5-2 
 
 
Size / Partnumbers : 
 

Size Length Ref. for white 
coats 

Ref for blue coats 

XS 85 cm 51-100-0010 51-100-0110 

S 90 cm 51-100-0015 51-100-0115 

M 95 cm 51-100-0020 51-100-0120 

L 100 cm 51-100-0025 51-100-0125 

XL 105 cm 51-100-0030 51-100-0130 

XXL 110 cm 51-100-0035 51-100-0135 

3XL 115 cm 51-100-0040 51-100-0140 

4XL 120 cm 51-100-0045 51-100-0145 

 
 
Options : 
Other colours, other sizes 
Customized company logo possible 



 

51-100 – June 2009 

 
 
 

 

BLOUSES LEGERES 

 

51-100-00xx / 51-100-01xx 

 
 
Propriétés : 
Tissu : 35% coton 
 65% polyester 
Maillage conducteur : Maillage 5x5mm 
Poids : 120 g/m² 
Durabilité : 50 lavage à 30°C (sans chlore) 
Couleur : Blanc et Bleu clair 
 
Propriétés électriques : 
Résistance de surface : 10e6Ω to 10e8Ω 
Temps de décharge : 1000V à 100V < 2 secondes 
Logo ESD : Cousu sur la manche 
En conformité avec : IEC 61340-5-1 and IEC 61340-5-2 
 
 
Size / Partnumbers : 
 

Taille Longueur Ref. blouses 
blanches 

Ref. blouses 
Bleu clair 

XS 85 cm 51-100-0010 51-100-0110 

S 90 cm 51-100-0015 51-100-0115 

M 95 cm 51-100-0020 51-100-0120 

L 100 cm 51-100-0025 51-100-0125 

XL 105 cm 51-100-0030 51-100-0130 

XXL 110 cm 51-100-0035 51-100-0135 

3XL 115 cm 51-100-0040 51-100-0140 

4XL 120 cm 51-100-0045 51-100-0145 

 
Options : 
Autres couleurs, autres tailles disponible (avec MOQ) 
Possibilité d’apposer votre logo 
 


